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KEY FEATURES 

• Binocular head with 22mm FOV 10x eyepieces 

•   5 position objective nosepiece

• 9.7”, 2736 x 1824 display with 10 point multi-touch 

• 16MP Color Camera

• Individual user login via access card(s)

• Easily capture, review, measure, print, and annotate images

• Brightfield, darkfield, simple polarization, & phase contrast 

• Upload images to SeBaShare or save to USB drive

• Parfocal and parcentric infinity optical system 

• Plan Achromat objectives standard, Plan Fluor (Optional)

• X/Y rackless wire-driven stage

FOR PATHOLOGY

LAXCO, INC. COMPOUND MICROSCOPE

BRIGHTFIELD

PHASE CONTRAST

CROSS POLARIZATION

DARKFIELD TO 100X

Still Images

Video Recording

SeBaShare

Wifi

5MP Color Camera

USB Storage

SeBa™ changes the way you view your microscope by simplifying the complexities of a traditional microscope. Its seamless 
integration of camera, computer and monitor creates an easy to use, all-in-one digital microscope that is perfect for any 
environment. SeBa™ brings collaboration, teaching, routine scanning, and image documentation into the next generation!

UPLOAD YOUR IMAGES TO 

THE CLOUD!

9.7” Color Touchscreen Retina Display

LED Illumination

Carrying Handle

4 Port USB 2.0 Connectivity

Infinity Corrected∞

Light Path ShieldINCLUDED

eco friendly
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 CATALOG

CAT. NO. HEAD OBJECTIVES OPTICS FOV
FOCUS CON-

TROLS
KOEHLER CONDENSER ILLUM STAGE OBJ TURRET

SEBAP4BBF1 SEBA-BINOC 4X, 10X, 20X, 40X, 100X Oil INFINITY 22MM COARSE & FINE FULL
1.2 N.A. ABBE, WITH IRIS AND 
FLIP OUT LENS WITH 0.9 N.A.

5W LED
RACKLESS X/Y 
MECHANICAL 

5 POS

SEBAP4BPH1 SEBA-BINOC
4x, 10XPH, 20XPH, 40XPH, 
100XPH Oil

INFINITY, 
PHASE

22MM COARSE & FINE FULL
1.25 N.A. ABBE, 5-POSITION 
PHASE CONTRAST TURRET

5W LED
RACKLESS X/Y 
MECHANICAL

5 POS

SEBAP4BDF1 SEBA-BINOC 4x, 10X, 20X, 40X, 100X Oil
INFINITY, 

DARKFIELD
22MM COARSE & FINE FULL

1.25 N.A. ABBE, DARKFIELD Oil 
UP TO 100X

5W LED
RACKLESS X/Y 
MECHANICAL

5 POS

SEBAP4BPL1 SEBA-BINOC 4x, 10X, 20X, 40X, 100X Oil
INFINITY, 

CROSS POL
22MM COARSE & FINE FULL

1.2 N.A. ABBE, WITH IRIS AND 
FLIP OUT LENS WITH 0.9 N.A.

5W LED
RACKLESS X/Y 
MECHANICAL

5 POS

 CAPTURE.... 
 CLOUD....
              COLLABORATE...

SIMPLE, SEAMLESS INTEGRATION

SeBaAccess™ allows a user to automatically log into their own unique SeBaShare™ account 
by simply placing their SeBaAccess™ card up against the SeBa logo on the front SeBa head. 
The SeBa star’s green LED will light up, and a toast will pop up at the bottom of the scan to 
indicate you have successfully logged in. Once logged in, simply click on the SeBaShare™ 
icon to upload that image to the SeBaShare™ account for later retrieval or viewing.   
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